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TECHNICAL SPECIFICATIONS

Capacity 35m’
Discharge height 2.410 mm

Dimension (width x length) 1.000 x 3.150 mm

Feed capacity Upto250t/h

Screen type Double deck

Dimension (width x length) 1.200 x 2.700 mm

650 x 8.000 mm
(Hydraulically foldable)
650 x 8.000 mm
(Hydraulically foldable)

1.000 x 5.000 mm
(Hydraulically foldable)

Fine fraction conveyor
(width x length)

Middle fraction conveyor
(width x length)

Coarse conveyor
(width x length)
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Magnetic power 400 GAUSS (250 mm distance)

Application Separation of sticky material

Application Increase screening efficiency

OPTIONAL MODEL

TRANSPORT DIMENSIONS AND WEIGHT

Length : 9.800 mm
Height : 3.120 mm
Wwidth : 2.550 mm
Weight : 17 t without options
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Dimension (width x length) 400 x 2.965 mm

2 speeds 1,1/1,9km/h
Power 55,4 kw /1.800 rpm
Fuel tank 2801

Hydraulic oil tank 2201

Type PLC-IP67

Display 3,5“LCD

Controller Remote control

Position On either side

Type Handheld, multi functions
remote control

No. of lamps 4 pieces
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